
• Water and dust proof IP54.
• Indoor applications (non-condencing water).
• Pulver coated steel, RAL 7035.
• Front panel with hinges and lock.
• Modular cable entry system.
• VESA 100/200 compatible.

• Available with RAL colors and stainless steel.

Enclosure Display size Dimensions and weight * Compatible products

eBox12 12” (4:3) 387 x 313 x 100 mm, 4.5 kg TPC-12xxT/H, FPM-7121T

eBox15 15” (4:3) 459 x 383 x 100 mm, 7.5 kg TPC-15xxT/H, TPC-5152T, FPM-7151T

eBox17 17” (4:3) 485 x 419 x 100 mm, 8.3 kg TPC-17xxT/H, TPC-5172T

eBox10.1 10.1” (wide) 359 x 278 x 100 mm, 4.0 kg TPC-1051WP

eBox15.6 15.6” (wide) 497 x 346 x 100 mm, 7.4 kg TPC-1551WP/5152T, PPC-415xW, FPM-7151W 

eBox18.5 18.5” (wide) 564 x 385 x 100 mm, 8.7 kg TPC-18xxWP, FPM-7181W 

eBox21.5 21.5” (wide) 635 x 426 x 100 mm, 10.2 kg TPC-2140WP/5212W, PPC-4211W, FPM-7211W

Front panel with hinges and lock. Modular water and dust proof cable entry system.

*) Dimensions (W x H x D), weight without TPC/FPM. 

Accessories included Qty

3-4 mm cable entry sleeve 2

4-5 mm cable entry sleeve 2

5-6 mm cable entry sleeve 2

7-8 mm cable entry sleeve 1

Closed cable entry sleeve 5

Optional parts Phoenix Contact #

3-4 mm cable entry sleeve 0801674

5-6 mm cable entry sleeve 0801676

7-8 mm cable entry sleeve 0801679

Contact your local Phoenix reseller for other parts.
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